
Overview  

The P1800i is a very high performance cost effective multi core 
processor server system in a compact 1U enclosure. The P1800i 

features dual hot swappable enterprise class SATA II (or SAS as a 

build option) disk drives with the option for a RAID 1 mirror for data 

protection. Using the latest Intel® Core 2 Quad processors includ-

ing 45nm product the P1800i provides a superbly powerful process-

ing platform for a wide range of applications where price/

performance is critical. 
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High Performance Server 

Fast Multi-core Processors 

Rugged 1U Chassis 

Dual Hot Swap Disk Drives 

Integrated Gbit LAN 

Integrated Graphics 

The P1800i  features a ultra high performance, high quality server board with a choice of the latest SKT775 multi 

core Intel®  processors with up to 1333MHz FSB. The P1800i offers excellent price / performance for demanding 

applications running under Windows XP (32 or 64 bit), Vista, or 2003+ Server and many Linux operating systems. 

Build options are available for many different features including x16 PCI Expansion slot, Quad GbE Ports etc: 

please contact Westek to discus your exact needs. 

Compact 1U Server Enclosure  

Rugged 19” 1U Rack Mount Enclosure 

Two Hot Swap Disk Drive Bays 

Options for CD / DVD 

High Reliability AC Power Supply 

Optimised Cooling Airflow 

Six System Fans 

 

Server Engine  

Intel G33 Express with 1333MHz FSB 

Intel® Core 2 Dual or Quad Processor  

Support for the Latest 45nm Products 

Gbit Ethernet Port 

Up to 8 GB DDR2 800MHz Memory 

 

Peripherals  

1 or 2 Enterprise Class Disk Drives 

Enterprise Class SATA II or SAS (build option) 

Optional RAID 1 Disk Mirror Support 

Options for CD or DVD or other 5.25” device 



Physical  

Dimensions: 483(W) x 43.7(H) x 635 (D) mm 

Weight (net): Approximately 12Kg 

Operating Temp: 5 to 35 Degrees Centigrade 

Recommended 18 to 24 Degrees Centigrade 

Relative Humidity: 10-90% non-condensing 

CE compliance: EEC EMC & safety 

Designed to Meet UL and FCC requirements 

RoHS Compliant 
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Storage  

 1 or 2 Hot Swap Disk Drives 

 80GBytes  to 2TBytes Capacity 

 5.25” Bay for CD or DVD etc 

 Integrated RAID 1 Mirror Support 

 Option for SAS RAID Support 

Power Supply  

 High Reliability 400W AC Power Supply 

 Supply Voltage Range 90 - 264V AC, 47 - 63Hz 

 Maximum 1.5 Amps 

 Nominal 1 Amp at 240V AC 

 

Server Main Board  

Intel® G33 Express Chipset (others available) 

Intel® Core 2 Duo or Quad series Processors  

1333MHz FSB support 

Fast DDR2 800 or 667 Memory  

Up to 8GB DDR2 memory in 4 Slots  

One PCI (or PCI-E build option) Expansion Slot  

2 x SATA II Disk Interfaces as standard 

On Board RAID 0,1 Controller 

Gbit LAN Port and IEEE 1394 Port 

2 x USB Rear Ports (4 –6 Optional) 

Intel® GMA 3100 on Board Graphics with VGA 
and DVI Rear Outputs 

Many other configurations available. Please call 
Westek to discus your needs. 


