
Overview  

The P2400R has been specially designed as a cost effective, flexi-
ble and rugged server appliance, ideal for Industrial, Communica-

tions and general IT applications for fixed or mobile use where mul-

tiple expansion slots are required in a high quality rack mountable 

enclosure. Its compact size makes it ideal for server applications 
where rack space is at a premium.  

This rugged 19” rack mount server offers industrial quality, reliable 

space saving design and the flexibility for use in many server appli-

cations. 
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High Performance Intel Processor 

Expandable to 8GB DDR2 Memory 

Integrated 10/100/1000 LAN 

Compact 2U Enclosure 

Up to 3 Expansion Slots 

Up to 1TB Disk Storage  

The P2400R features a high performance, high quality Intel chip 

set server board with a choice of the latest SKT 775 processors 
including Celeron and Core 2 Duo / Quad Processors . With sup-

port for high speed DDR 2 memory and front side bus speeds up 

to 1333MHz, the P2600R offers excellent price / performance to 

provide an ideal solution for even very demanding applications 
running under Microsoft Windows XP, 2003/8 Server and most 

Linux operating systems. 

2U Enclosure  

High performance rugged 19” rack 
mount enclosure 

High flow cooling fans for reliable 
operation 

Shock mounted 2.5” disk drive bays 

Reliable AC or DC power supply 

Front access easy cleanable air filter 

Options for front panel customisation 

Compact low depth design Ideal for 
600 or 800mm rack cabinets 

3 x 3/4 length PCI expansion slots 

Lockable front door access to drives 

Server Engine  

Reliable Intel chip set server board 

Intel SKT775 Celeron, Core Duo, Core 
2 Duo, and Core 2 Quad processor 
support  

Intel Q35 chipset 

800 / 1066 / 1333MHz FSB support 

Up to 8GB DDR2 memory 

SATA II 300Gbps disk interface 

Integrated 10/100/1000 LANs 

 

Peripherals  

Up to 2 internal 2.5” HDD SATA II 

RAID 0 and RAID 1 mirror support 

Options for CD/DVD 

3 x PCI 3/4 length card slots 



Server Motherboard  

Wide temperature range Intel Q35 chipset board 

Supports Intel LGA775 Celeron, Core Duo, Core 
2 Duo, and Core 2 Quad. 

FSB support for 800, 1066 and 1333MHz 

On board GMA 3100 graphics support, VGA 

Memory support for up to 8GB fast DDR2 
800/667 

3 x 3/4 length 5V 32 bit 33MHz PCI expansion 
slots via riser card  

On board high definition 5.1 audio 

6 x USB 2.0 rear ports 

4 x SATA II 3Gbps disk interfaces with RAID 
0,1,5,10 

Up to 4 x RS232 serial ports 

Optional parallel port 

2 x  Intel 10/100/1000 PCI Express Ethernet LAN 
(Intel 82566DM + 82573L). 2 x RJ45 

 

Call Westek to discus your specification 

Physical  

Dimensions: 430(W) x 88(H) x 450(D)mm 

Weight (Net): Approximately 13Kg 

Operating Temp: 0 to 50 Deg C 

Non-Operating –40 to 85 Deg C 

Operating Vibration up to 1G, 10– 500Hz 

Relative Humidity: 15-95% non-condensing 

CE Compliance: EEC EMC & safety 

Designed to meet UL and FCC requirements 

RoHS compliant 
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Storage  

Up to 4 Shock Mounted Disk Drives 

Options from 80GB up to 500GB capacity 

Solid State Disk Options for High Vibration 
Environments 

Optional RAID 0, RAID 1 mirror support and 
RAID 5 (RAID 5 with Windows XP or 2003 
only, minimum 3 disks) 

Power Supply  

 AC power supply 90 - 264V AC  

 47 - 63 Hz 

 Current 2 Amps maximum  

 Nominal ~1.5 Amps at 230V AC 

 ATX mode power supply 

 -24V, -48 V DC and other options available 

 

 


