
Overview  

The P2800i addresses the need for very high performance, avail-
ability and scalability in a rugged 2U server chassis. With options 

for hot swap SAS or enterprise class SATA II disks and high per-

formance 64 bit hardware RAID controller the P2800i is the ideal 

choice for high performance applications in telecoms, datacoms 
and all IT applications where reliability and performance are essen-

tial.  
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Multi Core Xeon Performance 

Expandable to 32GB Memory 

Dual Gbit LAN 

Hot Swap Disk Drives 

Fast RAID Data Protection 

Hot Swap Power Supply  

The P2800i features a ultra high performance, high quality dual Xeon server board with a choice of the latest se-

ries SKT 771 multi-core Xeon processors with 1333MHz+ FSB. The P2800i offers excellent price / performance 
for demanding applications running under Windows 2003 Server and many Linux operating systems. 

2U Enclosure  

High performance rugged 19” 2U 
rack mount enclosure 

High flow 80mm cooling fans for reli-
able operation 

Four hot swap disk drive bays 

Options for SAS or SATA disks 

Hot swap redundant power supply 

DVD / CD and FDD options 

 

Server Engine  

Choice of Intel® chipset server boards 

Dual Multi-Core Intel Xeon processors 

Dual Gbit Ethernet  

Up to 32GB DDR2 ECC memory 

 

 

Peripherals  

Up to 4 hot swap disk drives 

Optional hardware RAID engine 

Options for FDD + CD/DVD 

Up to 3 expansion slots 



Server Mainboard  

Wide choice of Intel chipset server boards 

Dual Intel SKT 771 multi-core Xeon cpu’s 

1333MHz+ FSB support 

DDR2 ECC 800/667 memory  

Up to 32GB DDR memory in 8 Slots  

Up to 3 x PCI-X expansion slots via riser 
card (or PCI-Express build option) 

4 x SATA II disk interfaces as standard 

On board RAID 0, 1, 5, 10 

Dual Gbit LAN ports 

2 x USB (4 optional) 

On board integrated graphics support 

Wide range of Intel Xeon processor speeds 

Call Westek to discus your specification 

 

Physical  

Dimensions: 430(W) x 88(H) x 610(D)mm 

Weight (Net): Approximately 14Kg 

Operating Temp: 5 to 35 degrees Centigrade 

Recommended 18 to 22 degrees Centigrade 

Relative Humidity: 10-90% non-condensing 

CE Compliance: EEC EMC & Safety 

Designed to meet UL and FCC requirements 

RoHS compliant 
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Storage  

4 hot swap disk drive bays 

Enterprise class SAS or SATA disk drives 

Up to 4TBytes raw storage capacity 

Full size CD, DVD, DVD RW or other 5.25” 
drive bay mounted device  

Optional FDD or additional 3.5” device 

Power Supply  

Dual 500W redundant hot swap power supply 

Supply voltage range 90 - 264V AC, 47 - 63Hz 

Maximum 4 Amps 

Nominal 2 Amps at 240V AC 

DC power supply options (-48V) 

 

 

 


