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Virtual WORM Storage Family 
www.westekuk.com 

Secure Easy To Use File Archive Systems 

Permanent Storage: Files Non-Changeable 

Scalable From 1 to 256TBytes+ 

RAID Data Protection  

Optional Off Site DR Replication Options 

User Access Read And Write Protection 

WORM Functionality: Write Once Read Many 
Times 

 
Westek’s Virtual Worm systems use disk based storage to 
provide a rapid and secure file archiving system. Virtual 
Worm is fast, reliable and easy to use. It enables the ar-
chive of important data quickly and easily, making records 
permanent and accessible. It is ideal for financial archiv-
ing, legal, photographic and medical record keeping, 
where regulations require permanent archiving and fast 
file access for audit purposes. 
 
Virtual WORM systems are special network attached stor-
age systems connected to the LAN. Authorised users can 
simply "drag & drop" files to the network attached storage 
system, or save from within a third party application.  
 
Files written to the Virtual WORM system cannot be modi-
fied or deleted. New files can be copied to the Virtual 
WORM system and existing files can be read. Access per-
missions to read existing or write new files to the WORM 
system can also be controlled. 
 
Simple familiar Windows based GUIs make using the Vir-
tual WORM system quick, simple and easy to use. 

Hardware Features  

Rack Mount Virtual WORM Systems from 3U to 8U 

16, 24 or 48 Hot Swap RAID Specific Reliable Disk Drives (Main System) 

Up to 8 x 3U 16 Bay Expansion Systems to Add Additional Capacity to Main WORM Storage Unit 

Capacity Expansion via SAS Expander Port to Additional Disks (Up to 128 Disk Drives / 256TBytes Raw) 

Redundant Hot Swap Power Supply 

Redundant Hot Swap Cooling Fans 

Dual Gbit Ethernet Ports 

RAID 5 and Ultimate RAID 6 Data Security 

Hot Standby Disk Drive Support 

Green Storage : MAID Support to Reduce Disk Power Usage When Idle (configuration option) 

R8482W 

R5242W 

R3162W 



Data Capacity  

Westek’s Virtual WORM network attached storage system supports up to 128 hot swap SAS or SATA II en-
terprise class disk drives including 500GB, 1TB and 2TB models. Each system is fully configured and ready 
for use on your network, complete with disk array in RAID 6.  The WORM system is fully tested and subjected 
to a 72 hour burn in test prior to shipment. In the R8482W 8U 48 bay model with 48 x 1TB disk drives fitted, 
the unit provides a raw capacity of 48TBytes which in RAID 6 configuration provides ~44TBytes useable ca-
pacity less file system formatting space.  

Specification  

Hard Drive Interface  48 x 3Gbits / Second S-ATA II or SAS, Hot Swap Carriers 
 
Data Interface   Dual 1Gbit Ethernet Network Interfaces 
     
RAID Engine   Dedicated High Performance 64 Bit Hardware RAID Controller(s) 
    Supports RAID 0, 1, 10(1E), 3, 5, 6, 30, 50, 60, Single Disk or JBOD 
    MAID, Disk Roaming, Dynamic Expansion, Hot Spare and Auto Rebuild 
 
NAS Engine   Intel® Dual Core Processor with 2GB DDR2 
    64Bit Environment Windows Storage Server 
    NAS Fully Compatible with Windows Active Directory 
 
Cooling    Integrated Hot Swap Redundant Fan Modules 
    Air Flow Front to Rear 
 
System Monitor   Alarming on Fan Speeds and Temperature 
    Disk and RAID Fault Monitoring and Remote Alerting 
 
Power Supply   Hot Swap Redundant Load Sharing AC Power Supply     
    Multiple Power Cords 
    Auto-ranging 96 to 264 Volts AC +/-10%,  47Hz to 63Hz 
    Power Consumption  450 to ~950W (3U to 8U) 
    1200 to ~3200BTU/Hour typical on load (3U to 8U) 
 
Environmental   Operating +10 to +35 deg C 
    Recommended  +18 to +22 deg C 
    Storage 0 to +55 deg C 
    Humidity 10 to 85% Non-condensing 
 
Physical    3U 19” rack, 444mm W x 133mm H x 712mm D 
    5U 19” rack, 444mm W x 221mm H x 712mm D 
    8U 19” rack, 446mm W x 356mm H x 736mm D 
 
CE Compliance   Conforms with EEC Directives on EMC & Safety 

    Designed to meet UL and FCC requirements 
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